
100mm (4”) but this does not allow for any forward 
adjustment of the foot rest 

SHEET “A”

ALLOWING FOR FOOTRESTS WHEN ORDERING CUSTOM BULKHEADS



THE	FITTING	OF	FRONT	BULKHEADS	
	
	
	

	
	
	
For	a	custom	Bulkhead	you	need	to	give	us	the	measurement	from	the	front	

bulkhead	to	the	inside	vertical	surface	of	the	rear	of	the	cockpit	rim.	
	
The	model	of	kaya	(ie	Explorer,	Pilgrim	Expedition	etc)	
	
	 	 	 	 OR	
	
Your	inside	seam	(leg)	measurement	
	
How	would	we	measure	a	custom	bulkhead	position	for	a	(32”)	800mm	
inside	leg	measurement?	
	
For	example	on	an	Explorer	or	Romany	Classic:	
The	custom	bulkhead	for	a	(32”)	800mm	inside	leg	measurement	would	be	fitted	
as	per	the	following:	We	would	add	(1”)	25mm	to	allow	for	winter	footwear.		
(33”)	825mm	inside	leg	measurement	and	foot	rests.	We	have	to	allow	an	

additional		(4”	See	sheet	A)	in	order	to	fit	the	footrest.		
	
The	measurement	to	allow	for	footrest	for	a	32”	inside	seam,	is	(55”)	1375mm	
from	the	bulkhead	to	the	rear	of	the	inside	edge	of	the	cockpit	rim.	
	
The	back	of	the	seat	measures	approx.	800mm	to	
the	rear	of	the	seat.	
	

	
	
	
	
	

This	example	is	the	position	for	our	
standard	bulkheads	and	seat	in	the	

following	kayaks:	
Explorer																																								

Explorer	HV	

Greenlander	Pro	
Romany	Classic	
Romany	Excel	
Latitude	

Triton	

Cadance	

Pulse	

	





CUSTOM BULKHEADS

Please NOTE we have allowed for a ½” 12mm tolerance on custom 
bulkheads


